
The light source of the integrated LED is not replaceable;
When the light source reaches its end of life the whole
luminaire shall be replaced.

Caution, risk of electric shock
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the tr ack side with the polarity line carved in it.  

1.0 LED

1.0 PAR16

 

DIMENSIONS

MOUNTING INS TRUCTION

Turn the handle back int o the original position.
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 157164W_
157164B_

LIGHT COLOUR  
2700K | >80CRI | 500lm

 

2
3000K | >80CRI | 530lm 4
..................................................................................................................................................................

More 1-phase track accessories on second page. 

 157120W0
 157120B0

..................................................................................................................................................................
OPTIONAL 
For PAR16 lamps please see our catalogue.

OPTIONAL
For dimmer info please see our catalogue.

 
More 1-phase track accessories on second page. 

157164G_

8W | 220-240VAC | 50-60Hz | COB 3-step | phase-cut dim
34° GP

PAR16 max. 12W| GU10 | 100-240VAC | 50-60Hz | incl. 1 phase track
3
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icon on the inside of the adapter is faced towards

Polarity line

icon157164Q_
157164K_

157120G0
157120Q0
157120K0
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                  black texture 
                  gold 
                  bronze 
                  black texture + gold

                  white texture

 
                   black texture 

                  gold 
                  bronze 
                  black texture + gold

                  white texture

Turn the adapter's handle 90° as illustrated.

For PAR16: mount the lamp into the �xture and �x it 
with the round clip.

For 1.0 LED:

Note: 
the marked "LAMP SIDE" 
side facing up.




